
NOTES:

1. MATERIAL: PHOS.BRONZE(C5210-SH T=0.12)

2. Q'TY: 15,000 PCS/REEL

3. APPLICABLE WIRES: AWG#32~28

4. PART No.

                        JS-1253-TXX

                         先镀后冲          BLANK: Sn>50¦Ì" Ni>10¦Ì"

                                                  2: Sn>100¦Ì" Ni>30¦Ì"

                                                  4: Sn>50¦Ì" Ni>10¦Ì"

                                                  G0: Au>0.8¦Ì" Ni>30¦Ì"

                                                  G1: Au>3.0¦Ì" Ni>30¦Ì"

█ SPECIFICATIONS:

 VOLTAGE RATING: 50V AC/DC

 CURRENT RATING: 1A, AC/DC

 WITHSTANDING VOLTAGE: 500V AC/DC

 INSULATION RESISTANCE: 100MΩ Min.

 TEMPERATURE RANGE: -25¡ãC~+85¡ãC

 CONTACT RESISTANCE: INITIAL VALUE: 20mΩ Max.

        AFTER ENVIRONMENTAL TESTING: 40mΩ Max.
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整理电镀规范
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更改实物与图纸一致

修正图纸与实物一致
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更改孔位尺寸

增加无卤料料号说明
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增加LOGO说明



■ SPECIFICATIONS

�  Current Voltage : 50V AC/DC

�  Current Rating : 1 A  AC/DC

�  Withstanding Voltage : 500V AC/minute

�  Insulation Resistance : 100M�  min

�  Temperature Range : - 25�  to + 85�

�  Contact Resistance : 20m�  max

■ WAFER (SMT Type)

�  Part No. : JS-1254-XX XX(XX)-XX-XX XX

�  Material :

1. Contact : Phos. Bronze

2. Solder Tab : Brass

3. Base : Refer the above options

Code No :
Poles : 02~22

Plated : 
Blank : Tin Plated
G&G0 : Gold Plated

NM : Matte-Tin Plated
Base Color : 
Blank : Nature

BK : Black
Base Material : 
Blank : Nylon 9T UL94V-0

L5 : LCP UL94V-0(Halogen Free)
NH : Nylon 6T/66 UL94V-0,Color : Black (Halogen Free)

� � � � � � 	 
 � � 
 �

NH1: Nylon 6T UL94V-0,Color : Nature (Halogen Free) 

CAP : Blank : With CAP

NC : Non CAP

6

Packing options:

Blank : Paper� � � � H=330mm� 13"�

6

/P: Plastic � � � �  H=381mm� 15"�

Q' ty :1000 Pcs/Reel(With CAP) & 1100 Pcs/Reel(Non CAP) 

Q' ty :1400 Pcs/Reel(With CAP) & 1500 Pcs/Reel(Non CAP) 



■ SPECIFICATIONS

�  Voltage Rating  : 50 AC/DC

�  Current Rating : 1 A  AC/DC

�  Withstanding Voltage : 500V AC/minute

�  Insulation Resistance : 100M�  min

�  Temperature Range : - 25�  to + 85�

�  Contact Resistance : 20m�  max

■ WAFER

�  Part No. : JS-1254R-XX (XX)-XX-XX XX

�  Material :

1. Contact : Phos. Bronze

2. Solder Tab : Brass

3. Base : Refer the above options

Code No :
Poles : 02~22
Plated : 
Blank : Tin Plated
G&G0 : Gold Plated

NM : Matte-Tin Plated
Base Color : 
Blank : Nature

BK : Black
Base Material : 
Blank : Nylon 9T UL94V-0

L5 : LCP UL94V-0(Halogen Free)
NH : Nylon 6T/66 UL94V-0(Halogen Free)

� � � � � � 	 
 � � 
 �

NH1: Nylon 6T UL94V-0,Color : Nature  (Halogen Free)

  Packing:

Blank : 13" Paper� � � � 1,000 pcs./Reel
       /P : 13"Plastic� � � � 1,000 pcs./Reel


