






NOTES:

1. MATERIAL: PHOS.BRONZE(C5210-SH T=0.12)

2. Q'TY: 15,000 PCS/REEL

3. APPLICABLE WIRES: AWG#32~28

4. PART No.

                        JS-1253-TXX

                         先镀后冲          BLANK: Sn>50¦Ì" Ni>10¦Ì"

                                                  2: Sn>100¦Ì" Ni>30¦Ì"

                                                  4: Sn>50¦Ì" Ni>10¦Ì"

                                                  G0: Au>0.8¦Ì" Ni>30¦Ì"

                                                  G1: Au>3.0¦Ì" Ni>30¦Ì"

█ SPECIFICATIONS:

 VOLTAGE RATING: 50V AC/DC

 CURRENT RATING: 1A, AC/DC

 WITHSTANDING VOLTAGE: 500V AC/DC

 INSULATION RESISTANCE: 100MΩ Min.

 TEMPERATURE RANGE: -25¡ãC~+85¡ãC

 CONTACT RESISTANCE: INITIAL VALUE: 20mΩ Max.

        AFTER ENVIRONMENTAL TESTING: 40mΩ Max.

符 合 环 境 管 理 物 质

整理电镀规范

ÏÈ冲ºó镀

TIN PLATED

GOLD PLATED

更改实物与图纸一致

修正图纸与实物一致


