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■ SPECIFICATIONS

�  Current Rating : 0.5A AC/DC

�  Withstanding Voltage : 200V AC/minute

�  Insulation Resistance : 500m �  min

�  Temperature Range : - 25 � to + 85�

�  Contact Resistance : 30m �  max

■ FFC/FPC

�  Part No. : JS-1157D-XX (X)  X

   Product Code            � � �

� Ploes : 04~30

� Plated : Blank : Tin Plated

                          G : Glod Flash

   � Packing : Blank : Tape & Reel

                            /A : Tube

�  Material :

       1. Contact : Phos. Bronze

       2. Solder Nail : Phos. Bronze,Tin Plated

       3. Base : LCP UL94V-0, Color:Nature

       4. Actuator : LCP UL94V-o, Color:Black
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■ SPECIFICATIONS

�  Current Rating : 0.5A AC/DC

�  Withstanding Voltage : 200V AC/minute

�  Insulation Resistance : 500M �  min

�  Temperature Range : - 25 � to + 85�

�  Contact Resistance : 30m�  max

■ FFC/FPC

�  Part No. : JS-1157U-XX(X)

�  Material :

       1. Contact : Phos. Bronze

       2. Solder Nail : Phos. Bronze

       3. Base : LCP UL94V-0, Color:Nature

       4. Actuator : LCP UL94V-o, Color:Black

5. Finish � Refer The Above Option

�  Q' ty : 1,500  pcs./Tape & Reel

Poles : 04~30
Ordering Code:
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Finish :Blank : Matte-Tin Plated (120u' min. 

G : Gold Flash (0.6u' min. Au over
Matte Tin over 30u' min. NICKEL)

 30u' min. NICKEL)
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■ SPECIFICATIONS

�

 Current Rating : 0.5A AC/DC

�

 Withstanding Voltage : 200V AC/minute

�

 Insulation Resistance : 500m

�

 min

�

 Temperature Range : - 25

�

to + 85

�

�

 Contact Resistance : 30m

�

 max

■ FFC/FPC CONNECTOR

�

 Part No. : JS-1157V-XX X XX(X)

                                     

� � � �

�

Poles : 04~30

�

Accessory

�

Blank

�

Without CAP

 M : With Mylar

           C : With Cap

�

Packing: Blank: Tape&Reel

                             /A : Tube

     

�

Plated : Blank: Matte-Tin plated

                            G: Gold Flash

�

 Material :

1. Contact : Phosphor. Bronze

2. Base : LCP UL94V-0, Color:Nature

3. Latch : LCP UL94V-o, Color:Black

�

Q' ty :

1. Reel : 900 pcs.

2. Tube : 1,000 pcs.
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