


w w w . c h y a o s h i u n n . c o m . t w

1.56ø G.T. Pin

Specif ications

	 ■ Voltage Rating : 250V AC/DC

	 ■ Current Rating : 5A AC/ DC

	 ■ Withstanding Voltage : 1,500V AC/minute

	 ■ Insulation Resistance : 1,000MΩ min.

	 ■ Temperature Range : -25ºC to + 85ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : MS-PIN156132

		  Poles : Single Pin

		  Material : Brass (ø1.5 Copper Wire)

		  Finish : Tin Plated

		  Q,ty : 5,000 pcs/Bag

E1

MS-PIN156132
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w w w . c h y a o s h i u n n . c o m . t w

2.36ø G.T. Pin

Specif ications

	 ■ Voltage Rating : 250V AC/DC

	 ■ Current Rating : 5A AC/ DC

	 ■ Withstanding Voltage : 1,500V AC/minute

	 ■ Insulation Resistance : 1,000MΩ min.

	 ■ Temperature Range : -25ºC to + 85ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : MS-PIN236143

		  Poles : Single Pin

		  Material : Brass

		  Finish : Tin Plated

		  Q,ty : 5,000 pcs/Bag

E2

E

MS-PIN236143
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w w w . c h y a o s h i u n n . c o m . t w

2.00mm (.079") Box Header

Specif ications

	 ■ Voltage Rating : 250V AC/DC

	 ■ Current Rating : 1A AC/DC

	 ■ Withstanding Voltage : 500V AC/minute

	 ■ Insulation Resistance : 1,000MΩ min.

	 ■ Temperature Range : -40ºC to + 105ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : JS-1300 (DIP Type, Straight)

		                 JS-1300R (DIP Type, Right Angle)

		                 JS-1300D (SMT Type) 

		  Poles : 8 - 68

		  Material : Contact : Brass, Gold Plated

		                 Base : PBT UL94V-0

		  Q’ty : 1,000 pcs/Bag

E3
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2.00mm (.079") Box Header

Right Angle < DIP Type >
JS-1300R

Straight < DIP Type >
JS-1300

E4

E
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w w w . c h y a o s h i u n n . c o m . t w

2.00mm (.079") Box Header

SMT Type
JS-1300D

E5

Poles
Part No. Dimensions (mm) 

JS-1300 JS-1300R JS-1300D A B C
8 JS-1300-08 JS-1300R-08 JS-1300D-08 6.00 15.20 14.10

10 JS-1300-10 JS-1300R-10 JS-1300D-10 8.00 17.20 16.10
12 JS-1300-12 JS-1300R-12 JS-1300D-12 10.00 19.20 18.10
14 JS-1300-14 JS-1300R-14 JS-1300D-14 12.00 21.20 20.10
16 JS-1300-16 JS-1300R-16 JS-1300D-16 14.00 23.20 22.10
20 JS-1300-20 JS-1300R-20 JS-1300D-20 18.00 27.20 26.10
22 JS-1300-22 JS-1300R-22 JS-1300D-22 20.00 29.20 28.10
24 JS-1300-24 JS-1300R-24 JS-1300D-24 22.00 31.20 30.10
26 JS-1300-26 JS-1300R-26 JS-1300D-26 24.00 33.20 32.10
30 JS-1300-30 JS-1300R-30 JS-1300D-30 28.00 37.20 36.10
32 JS-1300-32 JS-1300R-32 JS-1300D-32 30.00 39.20 38.10
34 JS-1300-34 JS-1300R-34 JS-1300D-34 32.00 41.20 40.10
36 JS-1300-36 JS-1300R-36 JS-1300D-36 34.00 43.20 42.10
40 JS-1300-40 JS-1300R-40 JS-1300D-40 38.00 47.20 46.10
44 JS-1300-44 JS-1300R-44 JS-1300D-44 42.00 51.20 50.10
50 JS-1300-50 JS-1300R-50 JS-1300D-50 48.00 57.20 56.10
60 JS-1300-60 JS-1300R-60 JS-1300D-60 58.00 67.20 66.10
68 JS-1300-68 JS-1300R-68 JS-1300D-68 66.00 75.20 74.10
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2.00mm (.079") Mini-Jumper

Specif ications

	 ■ Voltage Rating : 250V AC/DC

	 ■ Current Rating : 3A AC/DC

	 ■ Withstanding Voltage :  1,000V AC/minute

	 ■ Insulation Resistance : 1,000MΩ min. 

	 ■ Temperature Range :  -40ºC to + 105ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ MINI JUMPER

		  Part No. : JS-M200035-PO (Open Type)

		                 JS-M200050-PC (Close Type)

		  Material : Contact : Phos. Bronze, Gold Plated

		                    Base : PBT UL94V-0

		  Q,ty : 2,000 pcs/Bag

E6
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JS-M200035-PO JS-M200050-PC
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w w w . c h y a o s h i u n n . c o m . t w

2.00mm (.079") Female Header

Specif ications

	 ■ Current Rating : 1A  AC/DC

	 ■ Withstanding Voltage : 500V AC/minute

	 ■ Insulation Resistance : 5,000MΩ min.

	 ■ Temperature Range : -40ºC to + 105ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : JS-1192SD1G (Straight, Single Row)

		                    JS-1192RD1G (Right Angle, Single Row)

		                    JS-1193SD1G (Straight, Double Row)

		                    JS-1193RD1G (Right Angle, Double Row)

		  Poles : 2 - 40 (Single Row), 4-80 (Double Row)

		  Material : Contact : Phos. Bronze, Gold Plated

		                    Base : PBT UL94V-0

		  Q,ty : 1,000 pcs/PVC Box

E7
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2.00mm (.079") Female Header

Straight - Double Row
JS-1193SD1G

Straight - Single Row
JS-1192SD1G

E8

E
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w w w . c h y a o s h i u n n . c o m . t w

2.00mm (.079") Female Header

Right Angle - Double Row
JS-1193RD1G

Right Angle - Single Row
JS-1192RD1G

E9
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2.00mm (.079") Female Header

E10

E

Part No. Dimensions (mm) 

JS-1192SD1G JS-1192RD1G JS-1193SD1G JS-1193RD1G A B
JS-1192SD1G-02 JS-1192RD1G-02 JS-1193SD1G-04 JS-1193RD1G-04 2.00 4.60

JS-1192SD1G-03 JS-1192RD1G-03 JS-1193SD1G-06 JS-1193RD1G-06 4.00 6.60

JS-1192SD1G-04 JS-1192RD1G-04 JS-1193SD1G-08 JS-1193RD1G-08 6.00 8.60

JS-1192SD1G-05 JS-1192RD1G-05 JS-1193SD1G-10 JS-1193RD1G-10 8.00 10.60

JS-1192SD1G-06 JS-1192RD1G-06 JS-1193SD1G-12 JS-1193RD1G-12 10.00 12.60

JS-1192SD1G-07 JS-1192RD1G-07 JS-1193SD1G-14 JS-1193RD1G-14 12.00 14.60

JS-1192SD1G-08 JS-1192RD1G-08 JS-1193SD1G-16 JS-1193RD1G-16 14.00 16.60

JS-1192SD1G-09 JS-1192RD1G-09 JS-1193SD1G-18 JS-1193RD1G-18 16.00 18.60

JS-1192SD1G-10 JS-1192RD1G-10 JS-1193SD1G-20 JS-1193RD1G-20 18.00 20.60

JS-1192SD1G-11 JS-1192RD1G-11 JS-1193SD1G-22 JS-1193RD1G-22 20.00 22.60

JS-1192SD1G-12 JS-1192RD1G-12 JS-1193SD1G-24 JS-1193RD1G-24 22.00 24.60

JS-1192SD1G-13 JS-1192RD1G-13 JS-1193SD1G-26 JS-1193RD1G-26 24.00 26.60

JS-1192SD1G-14 JS-1192RD1G-14 JS-1193SD1G-28 JS-1193RD1G-28 26.00 28.60

JS-1192SD1G-15 JS-1192RD1G-15 JS-11 93SD1G-30 JS-1193RD1G-30 28.00 30.60

JS-1192SD1G-16 JS-1192RD1G-16 JS-1193SD1G-32 JS-1193RD1G-32 30.00 32.60

JS-1192SD1G-17 JS-1192RD1G-17 JS-1193SD1G-34 JS-1193RD1G-34 32.00 34.60

JS-1192SD1G-18 JS-1192RD1G-18 JS-1193SD1G-36 JS-1193RD1G-36 34.00 36.60

JS-1192SD1G-19 JS-1192RD1G-19 JS-1193SD1G-38 JS-1193RD1G-38 36.00 38.60

JS-1192SD1G-20 JS-1192RD1G-20 JS-1193SD1G-40 JS-1193RD1G-40 38.00 40.60

JS-1192SD1G-21 JS-1192RD1G-21 JS-1193SD1G-42 JS-1193RD1G-42 40.00 42.60

JS-1192SD1G-22 JS-1192RD1G-22 JS-1193SD1G-44 JS-1193RD1G-44 42.00 44.60

JS-1192SD1G-23 JS-1192RD1G-23 JS-1193SD1G-46 JS-1193RD1G-46 44.00 46.60

JS-1192SD1G-24 JS-1192RD1G-24 JS-1193SD1G-48 JS-1193RD1G-48 46.00 48.60

JS-1192SD1G-25 JS-1192RD1G-25 JS-1193SD1G-50 JS-1193RD1G-50 48.00 50.60

JS-1192SD1G-26 JS-1192RD1G-26 JS-1193SD1G-52 JS-1193RD1G-52 50.00 52.60

JS-1192SD1G-27 JS-1192RD1G-27 JS-1193SD1G-54 JS-1193RD1G-54 52.00 54.60

JS-1192SD1G-28 JS-1192RD1G-28 JS-1193SD1G-56 JS-1193RD1G-56 54.00 56.60

JS-1192SD1G-29 JS-1192RD1G-29 JS-1193SD1G-58 JS-1193RD1G-58 56.00 58.60

JS-1192SD1G-30 JS-1192RD1G-30 JS-1193SD1G-60 JS-1193RD1G-60 58.00 60.60

JS-1192SD1G-31 JS-1192RD1G-31 JS-1193SD1G-62 JS-1193RD1G-62 60.00 62.60

JS-1192SD1G-32 JS-1192RD1G-32 JS-1193SD1G-64 JS-1193RD1G-64 62.00 64.60

JS-1192SD1G-33 JS-1192RD1G-33 JS-1193SD1G-66 JS-1193RD1G-66 64.00 66.60

JS-1192SD1G-34 JS-1192RD1G-34 JS-1193SD1G-68 JS-1193RD1G-68 66.00 68.60

JS-1192SD1G-35 JS-1192RD1G-35 JS-1193SD1G-70 JS-1193RD1G-70 68.00 70.60

JS-1192SD1G-36 JS-1192RD1G-36 JS-1193SD1G-72 JS-1193RD1G-72 70.00 72.60

JS-1192SD1G-37 JS-1192RD1G-37 JS-1193SD1G-74 JS-1193RD1G-74 72.00 74.60

JS-1192SD1G-38 JS-1192RD1G-38 JS-1193SD1G-76 JS-1193RD1G-76 74.00 76.60

JS-1192SD1G-39 JS-1192RD1G-39 JS-1193SD1G-78 JS-1193RD1G-78 76.00 78.60

JS-1192SD1G-40 JS-1192RD1G-40 JS-1193SD1G-80 JS-1193RD1G-80 78.00 80.60
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w w w . c h y a o s h i u n n . c o m . t w

2.00mm (.079") PCB Socket

Specif ications

	 ■ Voltage Rating : 100V AC/DC

	 ■ Current Rating : 1A AC/ DC

	 ■ Withstanding Voltage : 1,000V AC/minute

	 ■ Insulation Resistance : 5,000MΩ min.

	 ■ Temperature Range : -55ºC to + 175ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : JS-11801SFTD

		  Poles : 1-40

		  Material : Contact : Brass, Tin Plated

		                 Base : PBT UL94V-0

		  Q,ty : 1,000 pcs/Bag

E11

JS-11801SFTD
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2.00mm (.079") PCB Pin Header

Specif ications

	 ■ Current Rating : 1A AC/DC

	 ■ Withstanding Voltage : 500V AC/minute	

	 ■ Insulation Resistance : 5,000MΩ min.

	 ■ Temperature Range : -40ºC to + 105ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : JS-1126WS-xx(A/B) (Single Row, 180º)

		                      JS-1126WR-xx(A/B/C) (Single Row, 90º)

		                      JS-1126WS-xx(A/B) (Single Row, 180º)

		                     JS-1127WR-xx*2(A/B/C) (Double Row, 90º)

		  Poles : 1-40 (Single Row)

		             1x2-40x2 (Double Row)

		  Material : Contact : Brass, Gold Plated

		  Finish : PBT UL94V-0

		  Q,ty : 1,000 pcs/Bag

E12

E
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w w w . c h y a o s h i u n n . c o m . t w

2.00mm (.079") PCB Pin Header

Straight - Double Row
JS-1127WS-xx*2(A/B)

Straight - Single Row
JS-1126WS-xx(A/B)

E13
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2.00mm (.079") PCB Pin Header

Right Angle - Double Row
JS-1127WR-xx*2(A/B/C)

Right Angle - Single Row
JS-1126WR-xx(A/B/C)

E14

E
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w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") PCB Pin Headers

Specif ications

	 ■ Voltage Rating : 250V AC/DC

	 ■ Current Rating : 3A AC/ DC

	 ■ Withstanding Voltage : 1,000V AC/minute

	 ■ Insulation Resistance : 1,000MΩ min.

	 ■ Temperature Range : -25ºC to + 85ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : JS-1106-xx*2(A/B) (Single Row, 180º)

		                     JS-1107-xx*2(A/B/C) (Single Row, 90º)

		                      JS-1109-xx(A/B) (Single Row, 180º)

		                     JS-1110-xx(A/B/C) (Double Row, 90º)

		  Poles : 1-40 (Single Row)

		             2x2 - 40x2 (Double Row)

		  Material : Contact : Brass, Gold Plated 

		                 Base : PBT UL94V-0 

		  Q,ty : 1,000 pcs/PVC Bag

E15
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2.54mm (.100") PCB Pin Headers

Straight - Single Row
JS-1109-xx(A/B)

Straight - Double Row
JS-1106-xx*2(A/B)

E16

E
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w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") PCB Pin Headers

Right Angle - Double Row
JS-1107-xx*2 (A/B/C)

Right Angle - Single Row
JS-1110-xx (A/B/C)

E17
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2.54mm (.100") SIP Socket

Specif ications

	 ■ Voltage Rating : 100V AC/DC

	 ■ Current Rating : 3A AC/DC

	 ■ Withstanding Voltage : 1,000V AC/minute

	 ■ Insulation Resistance : 5,000V AC/minute

	 ■ Temperature Range : -40ºC to + 105ºC

	 ■ Contact Resistance : 10mΩ max.

Features:

	 ■ Part No. : JS-11791SFTD-XX

		  Poles : 2 - 40 (Single Row)

		  Material : Beryllium : Copper(Becu), Gold Plated

		                 Sleeve Barrel : Brass, Tin Plated

		                    Base : PPS UL94V-0

		  Q,ty : 1,000 pcs/Bag

	 ■ MALE SIP SOCKET

		  Part No. : JS-11791SMTD-XX

		  Pole : 2 - 40			 

		  Material : Contact : Brass, Tin Plated

		  Base : PPS UL94V-0

		  Q’ty : 1000 pcs./Bag

E18
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w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") Box Headers

Specif ications

	 ■ Voltage Rating : 250V AC/ DC

	 ■ Current Rating : 3A AC/ DC

	 ■ Withstanding Voltage : 1,000V AC/minute

	 ■ Insulation Resistance : 1,000MΩ min.

	 ■ Temperature Range : -40ºC to + 105ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : JS-1200-XX (DIP Type, Straight)

		                 JS-1200R-XX (DIP Type, Right Angle)

		                    JS-1200D-XX(SMT Type, Straight)

		  Poles : 6 - 68

		  Material :

		  Male Contact : Brass, Gold Plated

		  Base : PBT UL94V-0 (JS-1200-XX , JS-1200R-XX)

		  Nylon PA6T UL94V-0 (JS-1200D-XX)

		  Q,ty : 1,000 pcs/PVC Box

E19

090331-喬訊300P型錄內頁-3.indd   108 2009/10/20   3:25:34 PM



A2
w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") Box Headers

Straight
JS-1200

Right Angle
JS-1200R

Right Angle
JS-1200D

E20

E

Poles
Part No. Dimensions (mm) 

JS-1200 JS-1200R A B C
6 JS-1200-6 JS-1200R-6 15.124 12.94 5.08
8 JS-1200-8 JS-1200R-8 17.78 15.48 7.62
10 JS-1200-10 JS-1200R-10 20.32 18.02 10.16
12 JS-1200-12 JS-1200R-12 22.86 20.56 12.70
14 JS-1200-14 JS-1200R-14 25.40 23.10 15.24
16 JS-1200-16 JS-1200R-16 27.94 25.64 17.78
20 JS-1200-20 JS-1200R-20 33.02 30.72 22.86
24 JS-1200-24 JS-1200R-24 38.10 35.80 27.94

Poles
Part No. Dimensions (mm) 

JS-1200 JS-1200R A B C
26 JS-1200-26 JS-1200R-26 40.64 38.34 30.48
30 JS-1200-30 JS-1200R-30 45.72 43.42 35.56
34 JS-1200-34 JS-1200R-34 50.80 48.50 40.64
40 JS-1200-40 JS-1200R-40 58.42 56.12 48.26
44 JS-1200-44 JS-1200R-44 63.50 61.20 53.34
50 JS-1200-50 JS-1200R-50 71.12 68.82 60.96
60 JS-1200-60 JS-1200R-60 83.82 81.52 73.66
64 JS-1200-64 JS-1200R-64 88.90 86.60 78.74
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2.54mm (.100") Box Header With Eject Levers

E21

Specif ications

	 ■ Voltage Rating : 250V AC/ DC

	 ■ Current Rating : 3A AC/ DC

	 ■ Withstanding Voltage : 500V AC/minute

	 ■ Insulation Resistance : 1,000MΩ min.

	 ■ Temperature Range : -25ºC to + 85ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : JS-1200WS-XX(Straight)

		                  JS-1200WR-XX(Right Angle)

		  Poles : 10 - 64

		  Material : Contact : Brass, Gold Plated

		                 Base : PBT UL94V-0

		  Q,ty : 1,000 pcs/PVC Box
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2.54mm (.100") Box Header With Eject Levers

E22

Right Angle
JS-1200WR

Straight
JS-1200WS

Poles
Part No. Dimensions (mm) 

JS-1200WS JS-1200WR A B C D
10 JS-1200WS-10 JS-1200WR-10 32.00 21.84 10.16 17.96
12 JS-1200WS-12 JS-1200WR12 34.45 24.38 12.70 20.50
14 JS-1200WS-14 JS-1200WR-14 37.08 26.92 15.24 23.04
16 JS-1200WS-16 JS-1200WR-16 39.62 29.46 17.78 25.58
20 JS-1200WS-20 JS-1200WR-20 44.70 34.54 22.86 30.33
24 JS-1200WS-24 JS-1200WR-24 49.78 39.64 27.94 35.74
26 JS-1200WS-26 JS-1200WR-26 52.32 42.16 30.48 38.28
30 JS-1200WS-30 JS-1200WR-30 57.40 47.24 35.56 43.68
34 JS-1200WS-34 JS-1200WR-34 62.48 52.32 40.64 48.44
40 JS-1200WS-40 JS-1200WR-40 70.10 59.94 48.26 56.06
50 JS-1200WS-50 JS-1200WR-50 82.80 72.64 60.96 68.76
60 JS-1200WS-60 JS-1200WR-60 95.80 85.34 73.66 82.00
64 JS-1200WS-64 JS-1200WR-64 100.90 90.42 78.74 87.10

E
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2.54mm (.100") Female Header

Specif ications

	 ■ Current Rating : 3A AC/ DC

	 ■ Withstanding Voltage : 500V AC/minute

	 ■ Insulation Resistance : 5,000MΩ min.

	 ■ Temperature Range : -40ºC to + 105ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : JS-1165SD1G (Straight ,Single Row)

		                     JS-1165RD1G (Right Angle, Single Row)

		                      JS-1166SD1G (Straight, Dual Row)

		                     JS-1166RD1G (Right Angle, Dual Row)

		  Poles : 2-40 (Single Row), 4-80 (Dual Row)

		  Material : Contact : Brass, Gold Plated

		                 Base : PBT UL94V-0 

		  Q,ty : 1,000 pcs/PVC Box

E23
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2.54mm (.100") Female Header

Straight - Double Row
JS-1166SD1G

Straight - Single Row
JS-1165SD1G

E24

E
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w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") Female Header

Right Angle - Double Row
JS-1166RD1G

Right Angle - Single Row
JS-1165RD1G

E25
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2.54mm (.100") Female Header

E26

E

Part No. Dimensions (mm) 

JS-1165SD1G JS-1165RD1G JS-1166SD1G JS-1166RD1G A B
JS-1165SD1G-02 JS-1165RD1G-02 JS-1166SD1G-04 JS-1166RD1G-04 2.54 5.58 

JS-1165SD1G-03 JS-1165RD1G-03 JS-1166SD1G-06 JS-1166RD1G-06 5.08 8.12 

JS-1165SD1G-04 JS-1165RD1G-04 JS-1166SD1G-08 JS-1166RD1G-08 7.62 10.66 

JS-1165SD1G-05 JS-1165RD1G-05 JS-1166SD1G-10 JS-1166RD1G-10 10.16 13.20 

JS-1165SD1G-06 JS-1165RD1G-06 JS-1166SD1G-12 JS-1166RD1G-12 12.70 15.74 

JS-1165SD1G-07 JS-1165RD1G-07 JS-1166SD1G-14 JS-1166RD1G-14 15.24 18.28 

JS-1165SD1G-08 JS-1165RD1G-08 JS-1166SD1G-16 JS-1166RD1G-16 17.78 20.82 

JS-1165SD1G-09 JS-1165RD1G-09 JS-1166SD1G-18 JS-1166RD1G-18 20.32 23.36 

JS-1165SD1G-10 JS-1165RD1G-10 JS-1166SD1G-20 JS-1166RD1G-20 22.86 25.90 

JS-1165SD1G-11 JS-1165RD1G-11 JS-1166SD1G-22 JS-1166RD1G-22 25.40 28.44 

JS-1165SD1G-12 JS-1165RD1G-12 JS-1166SD1G-24 JS-1166RD1G-24 27.94 30.98 

JS-1165SD1G-13 JS-1165RD1G-13 JS-1166SD1G-26 JS-1166RD1G-26 30.48 33.52 

JS-1165SD1G-14 JS-1165RD1G-14 JS-1166SD1G-28 JS-1166RD1G-28 33.02 36.06 

JS-1165SD1G-15 JS-1165RD1G-15 JS-1166SD1G-30 JS-1166RD1G-30 35.56 38.60 

JS-1165SD1G-16 JS-1165RD1G-16 JS-1166SD1G-32 JS-1166RD1G-32 38.10 41.14 

JS-1165SD1G-17 JS-1165RD1G-17 JS-1166SD1G-34 JS-1166RD1G-34 40.64 43.68 

JS-1165SD1G-18 JS-1165RD1G-18 JS-1166SD1G-36 JS-1166RD1G-36 43.18 46.22 

JS-1165SD1G-19 JS-1165RD1G-19 JS-1166SD1G-38 JS-1166RD1G-38 45.72 48.76 

JS-1165SD1G-20 JS-1165RD1G-20 JS-1166SD1G-40 JS-1166RD1G-40 48.26 51.30 

JS-1165SD1G-21 JS-1165RD1G-21 JS-1166SD1G-42 JS-1166RD1G-42 50.80 53.84 

JS-1165SD1G-22 JS-1165RD1G-22 JS-1166SD1G-44 JS-1166RD1G-44 53.34 56.38 

JS-1165SD1G-23 JS-1165RD1G-23 JS-1166SD1G-46 JS-1166RD1G-46 55.88 58.92 

JS-1165SD1G-24 JS-1165RD1G-24 JS-1166SD1G-48 JS-1166RD1G-48 58.42 61.46 

JS-1165SD1G-25 JS-1165RD1G-25 JS-1166SD1G-50 JS-1166RD1G-50 60.96 64.00 

JS-1165SD1G-26 JS-1165RD1G-26 JS-1166SD1G-52 JS-1166RD1G-52 63.50 66.54 

JS-1165SD1G-27 JS-1165RD1G-27 JS-1166SD1G-54 JS-1166RD1G-54 66.04 69.08 

JS-1165SD1G-28 JS-1165RD1G-28 JS-1166SD1G-56 JS-1166RD1G-56 68.58 71.62 

JS-1165SD1G-29 JS-1165RD1G-29 JS-1166SD1G-58 JS-1166RD1G-58 71.12 74.16 

JS-1165SD1G-30 JS-1165RD1G-30 JS-1166SD1G-60 JS-1166RD1G-60 73.66 76.70 

JS-1165SD1G-31 JS-1165RD1G-31 JS-1166SD1G-62 JS-1166RD1G-62 76.20 79.24 

JS-1165SD1G-32 JS-1165RD1G-32 JS-1166SD1G-64 JS-1166RD1G-64 78.74 81.78 

JS-1165SD1G-33 JS-1165RD1G-33 JS-1166SD1G-66 JS-1166RD1G-66 81.28 84.32 

JS-1165SD1G-34 JS-1165RD1G-34 JS-1166SD1G-68 JS-1166RD1G-68 83.82 86.86 

JS-1165SD1G-35 JS-1165RD1G-35 JS-1166SD1G-70 JS-1166RD1G-70 86.36 89.40 

JS-1165SD1G-36 JS-1165RD1G-36 JS-1166SD1G-72 JS-1166RD1G-72 88.90 91.94 

JS-1165SD1G-37 JS-1165RD1G-37 JS-1166SD1G-74 JS-1166RD1G-74 91.44 94.48 

JS-1165SD1G-38 JS-1165RD1G-38 JS-1166SD1G-76 JS-1166RD1G-76 93.98 97.02 

JS-1165SD1G-39 JS-1165RD1G-39 JS-1166SD1G-78 JS-1166RD1G-78 96.52 99.56 

JS-1165SD1G-40 JS-1165RD1G-40 JS-1166SD1G-80 JS-1166RD1G-80 99.06 102.10
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w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") IC Socket

Specif ications

	 ■ Voltage Rating : 250V AC/DC

	 ■ Current Rating : 1A AC/ DC

	 ■ Withstanding Voltage : 1,000V AC/minute

	 ■ Insulation Resistance : 1,000MΩ min.

	 ■ Temperature Range : -40ºC to + 105ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : JS-1179F

		                  JS-1179FN

		                  JS-1179F-xxN

		  Poles : 6 - 48

		  Material : Contact : Phos. Bronze, Tin Plated

		                 Base : PBT UL94V-0 

		  Q,ty : 1,000 pcs/Tube Pack

E27
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A2
w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") IC Socket

Poles
Part No.

Dimensions 
(mm) 

JS-1179F-xx JS-1179F-xxN A B
24 JS-1179F-24 JS-1179F-24N 27.94 30.48
28 JS-1179F-28 JS-1179F-28N 33.02 35.66
32 JS-1179F-32 JS-1179F-32N 38.10 40.64
40 JS-1179F-40 JS-1179F-40N 48.26 50.80
42 JS-1179F-42 JS-1179F-42N 50.42 53.34
48 JS-1179F-48 JS-1179F-48N 58.42 60.96

Poles
Part No.

Dimensions 
(mm) With or 

Without Bridge
JS-1179FN A B

6 JS-1179FN-06 5.08 7.62 Without Bridge
8 JS-1179FN-08 7.62 10.16 Without Bridge

14 JS-1179FN-14 15.24 17.78 Without Bridge
16 JS-1179FN-16 17.78 20.32 Without Bridge
18 JS-1179FN-18 20.32 22.86 Without Bridge
20 JS-1179FN-20 22.86 25.40 Without Bridge
22 JS-1179FN-22 25.40 27.94 Without Bridge
24 JS-1179FN-24 27.94 30.48 With Bridge
28 JS-1179FN-28 33.02 35.66 With Bridge
32 JS-1179FN-32 38.10 40.64 With Bridge

E28

E
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w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") Screw Machine Pin IC Socket

E29

Specif ications

	 ■ Voltage Rating : 100V AC/DC

	 ■ Current Rating : 1A AC/ DC

	 ■ Withstanding Voltage : 1,000V AC/minute

	 ■ Insulation Resistance : 5,000MΩ min.

	 ■ Temperature Range : -40ºC to + 105ºC

	 ■ Contact Resistance : 15mΩ max.

Features:

	 ■ Part No. : JS-1179RFN-XX(With Middle Bar , Narrow Base Type)

		                            JS-1179RF-XX(With Middle Bar , Wide Base Type)

		                            JS-1179RF-XXN(Whitout Middle Bar , Narrow Base Type)

		  Poles : JS-1179RFN-XX (22-64)

		             JS-1179RF-XX (18-28)

		             JS-1179RF-XXN (6-16)				  

		  Material : Beryllium : Copper(Becu), Gold Plated		

                   Sleeve Barrel : Copper Alloy , Tin Plated

		                   Base : PBT UL94V-0 

		  Q,ty : 1,000 pcs./Bag
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A2
w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") Screw Machine Pin IC Socket

E30

JS-1179RF 

JS-1179RFN

Specif ications

	 ■ Voltage Rating : 100V AC/DC

	 ■ Current Rating : 1A AC/ DC

	 ■ Withstanding Voltage : 1,000V AC/minute

	 ■ Insulation Resistance : 5,000MΩ min.

	 ■ Temperature Range : -40ºC to + 105ºC

	 ■ Contact Resistance : 15mΩ max.

Features:

	 ■ Part No. : JS-1179RFN-XX(With Middle Bar , Narrow Base Type)

		                            JS-1179RF-XX(With Middle Bar , Wide Base Type)

		                            JS-1179RF-XXN(Whitout Middle Bar , Narrow Base Type)

		  Poles : JS-1179RFN-XX (22-64)

		             JS-1179RF-XX (18-28)

		             JS-1179RF-XXN (6-16)				  

		  Material : Beryllium : Copper(Becu), Gold Plated		

                   Sleeve Barrel : Copper Alloy , Tin Plated

		                   Base : PBT UL94V-0 

		  Q,ty : 1,000 pcs./Bag

Poles
Part No. Dimensions (mm) 

JS-1179RF JS-1179RFN A B C
6 ------------------- JS-1179RFN-06 7.62 7.62 10.16
8 ------------------- JS-1179RFN-08 10.16 7.62 10.16
14 ------------------- JS-1179RFN-14 17.78 7.62 10.16
16 ------------------- JS-1179RFN16 20.32 7.62 10.16
18 ------------------- JS-1179RFN-18 22.86 7.62 10.16
20 ------------------- JS-1179RFN-20 25.40 7.62 10.16
22 ------------------- JS-1179RFN22 27.94 7.62 10.16
24 ------------------- JS-1179RFN-24 30.48 7.62 10.16
28 ------------------- JS-1179RFN-28 35.56 7.62 10.16
24 JS-1179RF-24 ------------------- 30.48 15.24 17.78
28 JS-1179RF-28 ------------------- 35.56 15.24 17.78
32 JS-1179RF-32 ------------------- 40.64 15.24 17.78
40 JS-1179RF-40 ------------------- 50.80 15.24 17.78
42 JS-1179RF-42 ------------------- 53.34 15.24 17.78
48 JS-1179RF-48 ------------------- 60.96 15.24 17.78

E
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w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") Mini-Jumper

Specif ications

	 ■ Voltage Rating : 250V AC/DC

	 ■ Current Rating : 3A AC/DC

	 ■ Withstanding Voltage : 500V AC/minute

	 ■ Insulation Resistance : 1,000MΩ min.

	 ■ Temperature Range : -40ºC to + 105ºC

	 ■ Contact Resistance : 20mΩ max.

Features:

	 ■ Part No. : JS-M254045, JS-M254060

		                 JS-M254080, JS-M254135

		  Material : Contact : Brass or Phos. Bronze

		                 Base : PBT UL94V-0

		  Finish : Gold Plated

		  Q,ty : 2,000 pcs/Bag

E31
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w w w . c h y a o s h i u n n . c o m . t w

2.54mm (.100") Mini-Jumper

E32

E

 Type JS-M254045-PO Type JS-M254060-BC \ JS-M254060-PC

 Open  Close 

  JS-M254060-BO \ JS-M254060-PO  JS-M254080-PO

 Open  Open 

  JS-M254080-PC  JS-M254135-BO \ JS-M254135-PO

 Close  Open
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w w w . c h y a o s h i u n n . c o m . t w

1.00mm (.039") Card Edge Connectors<SMT>

Specif ications

	 ■ Voltage Rating : 300V AC/DC

	 ■ Current Rating : 2A AC/DC

	 ■ Insulation Resistance : 5,000MΩ min.

	 ■ Temperature Range : -55ºC to + 105ºC

	 ■ Contact Resistance : 30mΩ max.

Features:

	 ■ Part No. : JS-1088-XXXX

	 ■ Poles : 78, 100

	 ■ Material : Contact : Copper Alloy, Tin Plated

		                 Base : Nylon 9T UL94V-0

		                 Color : Black

	 ■ Q’ty : 300 pcs/Reel

G1
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A2
w w w . c h y a o s h i u n n . c o m . t w

1.00mm (.039") Card Edge Connectors<SMT>

Poles
Part No. Dimensions (mm) 

JS-1088-XXXX A B C D E
78 JS-1088-078 14.00 12.00 11.00 44.50 43.24 
100 JS-1088-100 5.00 9.80 23.00 55.50 54.24 

G2

Housing
JS-1088

Housing
JS-1088-100AML

G
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